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DIN 41612 Vertical Female Type C Connectors 128 Positions ROHS COMPLIANT

SPECIFICATION
Current Rating: 2. 0Amp
al Insulation Resistance; 00MQ min.at DC 100V
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! S0: Gold flash/Ni
054 8.53.54_ (@No. of Contacts ol 30* Gold
. 2.51x31=78.74 5 06 128 64P S1: 3u” Gold/Ni
' ) ) G2: 5u” Gold
(3)Termination $2: 50" Gold/Ni
A:Straight tail length H=2.5mm G3: 10u” Gold
C:Straight tail length H=4.0mm S3: 10u” Gold/Ni
o G4: 15u” Gold
S4: 150" Gold/Ni
(WRows Loaded With Contacts 65: 30u” Gold
J:Row atbtctd S5: 30u” Gold/Ni
< K:Row a+d SN: Tin
©O OO0 O0OOO0OO0OO0OO0OO0OOo 8

0O00D0D0D000O0O0O
00000000 O0COOO Unless Otherwise specified tolerance
0co0o0o0o0O0O 00000 66—
254 Jeesl = WWW.AsA-Elec.com
A X.£0.35
X.X:+0.25 .
31x2.54=78.74 X.XX:£0.20 jlecttomc
q i~ X.XXX:+0.15 .
0.00i20.10 AsA Electronic Co.
SCALE: As UNIT: Tel : (+98) 21 66 73 56 82 Mob : (+98) 912 03 161 02
Shown mm
DRAWN: jnufon TITLE:
CHECKED:Yan Vertical Female Type C Connectors 128 Positions
Add option of plating 10/8/1 APPROVED DRAWING NO: DFS—XX-XXX-401
REV DESCRIPTION DATE PRODUCT NO: DFS—XX-XXX-401

1 2 3 4 5 6 7 8




