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DIMENSIONS

No. OF
PINS A

C

9 30. 80

24.99

D 70.910.30
T

15 39. 15

33.32

25 53. 04

47. 04

37 69. 32

63. 50

50 66. 93

61.11

A ...1.65"

(BOARD SIDE)-CN1

BOARD SIDE)-CN2

s

OARD STDE)— 4‘1 8 G....5.8”(BOARD SIDE)- 5.8
STDE-CN10/SFS04404 4 8 MATING SIDE-CN10/SFS04404 75 8
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ROHS COMPLIANT

MATERIALS AND FI
SHELL:STEEL MATERI

BACK SHE
INSULATOR: PBT

L NICKEL FINISHED

H:FULL 2u” GOLD

CAL CHARACTERISTICS

ACT CURRENT RATING : 5.0 AMPS
CONTACT RESISTANCE : 30 MILLIOHMS MAX.
DIELECTRIC WITHSTANDING VOLTAGE : 1000 V AC MIN
INSULATION RESISTANCE : 5000 MEGAOHMS MIN
TEMPERATURE RATING : —55°C ~+105°C

Ordering Code:
MDBO1 — M

DBOL = M= X X X
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(:) MDB Series C) Insulation Color Code:

B:Black G:Grey
W:White L:Blue

(:) Contact Plating

(:) Contact NO. : T: Tin plated

09=09Pin 15=15Pin S: Selective Gold

25=25Pin  37=37Pin GO: Gold flash G1: 3u” Gold

50=50Pin G2: 5u” Gold G3: 10u” Gold
(@ Mounting Option: G4: 150" Gold  G5: 30u” Gold
: NOHARDWARE
: 4.0”CLINCH NUT (BOARD SIDE)

A
B
C: 5.8”CLINCH NUT (BOARD SIDE)
D
E
F

>

®|

Contact Type:
M:male

: 5.8”CLINCH NUT (MOUNTING SIDE)
: 5.874-40 BOARD LOCK

: 5.8”BOARD LOCK, BOARD SIDE
4.80”SCREW LOCK, MATING SIDE
5.8”BOARD LOCK, BOARD SIDE

5. 80”SCREW LOCK, MATING SIDE
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Unless Otherwise specified tolerance
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