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TECHNICAL CHARACTE

MATERIAL
INSULATOR:

ENVIRONMENTAL

‘P ‘ L AWG: 28 / 1.00 MM RIBBON FLAT CABLE
OPERATING TEMPERATURE: -40 UP TO 125°C
FLAMMABILITY RATING: UL94-VO
COMPLIANCE: LEAD FREE AND ROHS
ELECTRICAL
CURRENT RATING: 1 A MAX
WORKING VOLTAGE: 250 VAC
INSULATOR RESISTANCE: >1000 MOHM
DIELECTRIC WITHSTANDING VOLTAGE: 500 VAC/MN

CONTACT RESISTANCE: 20 mOHM MAX

STANDARD
Y\ CERTIFIED: E323964

PACKAGING
TRAY

DIMENSION
A=2.00x (NBPINS /2 - 1)

B =2.00x (NB PINS /2 ) + 5.20
C =1.00 x (NB PINS - 1)

NOTE
THE STRAIN RELIEF IS NOT COMPATIBLE WITH THE
3 PARTS: 6250xx22021, 6250xx22121 & 6250xx230621
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UNIT: MM

SCALE:

DESCRIPTION: 2.00MM FEMALE IDC CONNECTOR WITH STRAIN RELIEF
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